
Buyer: Robert Thompson 2863 OF
Game Parks

Opening Date:  04/08/09

Description Qty UOM Unit Price Ext. Price Unit Price Ext. Price

1

6 1/2 Steel T Posts
Line Posts shall be studded "T" post coated with high grade, weather resistant 
special steel paint or enamel applied and baked.  Steel posts shall be a minimum of 
6 feet 6 inches in length, weight a minimum of 1.33 pounds per lineal foot and be 
provided with anchor plates.  Includes 8,000 each wire fasteners.

2000 ea  $      5.04  $   10,800.00  $      5.31  $   10,620.00 

2

3 1/2 inch x 6 1/2 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 3 1/2 inches in diameter and 6 1/2 feet in length.  6 lb treated yellow 
pine.

2100 ea  $      6.72  $   14,112.00  $      6.68  $   12,024.00 

3

6 inch x 8 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 6 inches in diameter and 8 feet in length.  6 lb treated yellow pine.

70 ea  $    21.00  $     1,470.00  $    20.80  $     1,456.00 

4

Barbed Wire
Barbed wire shall be composed of two main strands of 12 182 gauge (0.099 inch) 
diameter, zinc coated wire, conforming to requirements of ASTM A 1521 with Class 
3 coating.  Barbs shall be 14 gauge, two point barbs at 4 inch centers or four-point 
barbs at 5 inch centers.

150 ea  $    65.63  $     9,844.50  $    90.95  $   13,643.00 

AWARD EXPLANATION:  Forest Products Distributors withdrew bid.

Delivery Days ARO

Comments

Payment Terms

Li
ne

 # Fencing Supplies American Posts LLC Batterton Home 
Improvement Center Inc.

1% 10
21

Delivery 2-3 weeks 
A.R.O.

100% 30
60

Line 2 quantity is 1,800

Page 1 of 5



Buyer: Robert Thompson 2863 OF
Game Parks

Opening Date:  04/08/09

Description Qty UOM

1

6 1/2 Steel T Posts
Line Posts shall be studded "T" post coated with high grade, weather resistant 
special steel paint or enamel applied and baked.  Steel posts shall be a minimum of 
6 feet 6 inches in length, weight a minimum of 1.33 pounds per lineal foot and be 
provided with anchor plates.  Includes 8,000 each wire fasteners.

2000 ea

2

3 1/2 inch x 6 1/2 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 3 1/2 inches in diameter and 6 1/2 feet in length.  6 lb treated yellow 
pine.

2100 ea

3

6 inch x 8 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 6 inches in diameter and 8 feet in length.  6 lb treated yellow pine.

70 ea

4

Barbed Wire
Barbed wire shall be composed of two main strands of 12 182 gauge (0.099 inch) 
diameter, zinc coated wire, conforming to requirements of ASTM A 1521 with Class 
3 coating.  Barbs shall be 14 gauge, two point barbs at 4 inch centers or four-point 
barbs at 5 inch centers.

150 ea

AWARD EXPLANATION:  Forest Products Distributors withdrew bid.

Delivery Days ARO

Comments

Payment Terms

Li
ne

 # Fencing Supplies

Unit Price Ext. Price Unit Price Ext. Price

 $      5.64  $  11,280.00  $      4.85  $   9,700.00 

 $      6.94  $  14,574.00  $      6.08  $ 12,768.00 

 $    17.94  $    1,255.80  $    14.08  $      985.60 

 $    72.87  $  10,930.50  $    55.00  $   8,250.00 

Do It Best

45

Forest Products 
Distributors Inc.

1% 10
60
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Buyer: Robert Thompson 2863 OF
Game Parks

Opening Date:  04/08/09

Description Qty UOM

1

6 1/2 Steel T Posts
Line Posts shall be studded "T" post coated with high grade, weather resistant 
special steel paint or enamel applied and baked.  Steel posts shall be a minimum of 
6 feet 6 inches in length, weight a minimum of 1.33 pounds per lineal foot and be 
provided with anchor plates.  Includes 8,000 each wire fasteners.

2000 ea

2

3 1/2 inch x 6 1/2 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 3 1/2 inches in diameter and 6 1/2 feet in length.  6 lb treated yellow 
pine.

2100 ea

3

6 inch x 8 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 6 inches in diameter and 8 feet in length.  6 lb treated yellow pine.

70 ea

4

Barbed Wire
Barbed wire shall be composed of two main strands of 12 182 gauge (0.099 inch) 
diameter, zinc coated wire, conforming to requirements of ASTM A 1521 with Class 
3 coating.  Barbs shall be 14 gauge, two point barbs at 4 inch centers or four-point 
barbs at 5 inch centers.

150 ea

AWARD EXPLANATION:  Forest Products Distributors withdrew bid.

Delivery Days ARO

Comments

Payment Terms

Li
ne

 # Fencing Supplies

Unit Price Ext. Price Unit Price Ext. Price

 $      6.95  $ 13,900.00  $      5.18  $ 10,360.00 

 $      8.30  $ 17,430.00  $      6.27  $ 13,167.00 

 $    23.00  $   1,610.00  $    16.37  $   1,145.90 

 $    80.00  $ 12,000.00  $    83.42  $ 12,513.00 

Goodrum International Midwest Service & 
Sales Co.

0% 30
45-60
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Buyer: Robert Thompson 2863 OF
Game Parks

Opening Date:  04/08/09

Description Qty UOM

1

6 1/2 Steel T Posts
Line Posts shall be studded "T" post coated with high grade, weather resistant 
special steel paint or enamel applied and baked.  Steel posts shall be a minimum of 
6 feet 6 inches in length, weight a minimum of 1.33 pounds per lineal foot and be 
provided with anchor plates.  Includes 8,000 each wire fasteners.

2000 ea

2

3 1/2 inch x 6 1/2 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 3 1/2 inches in diameter and 6 1/2 feet in length.  6 lb treated yellow 
pine.

2100 ea

3

6 inch x 8 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 6 inches in diameter and 8 feet in length.  6 lb treated yellow pine.

70 ea

4

Barbed Wire
Barbed wire shall be composed of two main strands of 12 182 gauge (0.099 inch) 
diameter, zinc coated wire, conforming to requirements of ASTM A 1521 with Class 
3 coating.  Barbs shall be 14 gauge, two point barbs at 4 inch centers or four-point 
barbs at 5 inch centers.

150 ea

AWARD EXPLANATION:  Forest Products Distributors withdrew bid.

Delivery Days ARO

Comments

Payment Terms

Li
ne

 # Fencing Supplies

Unit Price Ext. Price Unit Price Ext. Price

 $      5.10  $ 10,200.00  $      5.44  $ 10,880.00 

 $      6.16  $ 12,936.00  $      6.55  $ 13,755.00 

 $    18.00  $   1,260.00  $    17.53  $   1,227.10 

 $    73.50  $ 11,025.00  $  117.39  $ 17,608.50 

Ninemire Fence Const., 
Inc. QC Supply LLC

0% 10
20
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Buyer: Robert Thompson 2863 OF
Game Parks

Opening Date:  04/08/09

Description Qty UOM

1

6 1/2 Steel T Posts
Line Posts shall be studded "T" post coated with high grade, weather resistant 
special steel paint or enamel applied and baked.  Steel posts shall be a minimum of 
6 feet 6 inches in length, weight a minimum of 1.33 pounds per lineal foot and be 
provided with anchor plates.  Includes 8,000 each wire fasteners.

2000 ea

2

3 1/2 inch x 6 1/2 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 3 1/2 inches in diameter and 6 1/2 feet in length.  6 lb treated yellow 
pine.

2100 ea

3

6 inch x 8 Ft Creosote
Wood posts shall be creosote treated.  Treatment and preservative retention shall 
conform to the requirements as specified in Standard C1 and C14 of the American 
Wood-Preservers' Association Standards and AASHTO M 133.  Posts shall be a 
minimum of 6 inches in diameter and 8 feet in length.  6 lb treated yellow pine.

70 ea

4

Barbed Wire
Barbed wire shall be composed of two main strands of 12 182 gauge (0.099 inch) 
diameter, zinc coated wire, conforming to requirements of ASTM A 1521 with Class 
3 coating.  Barbs shall be 14 gauge, two point barbs at 4 inch centers or four-point 
barbs at 5 inch centers.

150 ea

AWARD EXPLANATION:  Forest Products Distributors withdrew bid.

Delivery Days ARO

Comments

Payment Terms

Li
ne

 # Fencing Supplies

Unit Price Ext. Price Unit Price Ext. Price Unit Price Ext. Price

 $      5.44  $ 10,880.00  $      6.39  $ 12,780.00  $      4.92  $   9,840.00 

 $      6.55  $ 13,755.00  $      6.99  $ 14,679.00  $      6.80  $ 14,280.00 

 $    17.53  $   1,227.10  $    21.79  $   1,525.30  $    16.90  $   1,267.50 

 $    74.38  $ 11,157.00  $  105.00  $ 17,010.00  $    64.70  $   9,705.00 

0% 10

S.E. Smith & Sons, Inc.

0% 30
21

Line 4 quantity 162, full 
pallets

20

AWARD

Shoop & Sons

Net 30
15-21

QC Supply LLC
Bid #2 
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