State of Nebraska 

Department of <Insert Agency>
Specification for <Skid Mount Rotary Screw Compressor>
Make 

Model


Engine


Base Price per Attached Specification 



$____________

The options shall meet or exceed the following requirements, which are exceptions to specifications.  Quotes must be furnished if available for below list and not included as standard equipment or required in main part of this specification. 

1. Equipment shop repair manual - indicate per unit cost.
$____________ 

2. Engine shop repair manual - indicate per unit cost.

$____________ 

3. Equipment parts manual - indicate per unit cost.

$____________ 

4. Engine parts manual - indicate per unit cost.


$____________ 

5. Equipment parts CD ROM -indicate per unit cost.

$____________

6. Engine parts CD-ROM - indicate per unit cost.

$____________

(The above contents are to be keyed into the NIS system as shown in the Invitation to Bid Exhibit 14.)
State of Nebraska 

Department of Roads
Specification for Skid Mount Rotary Screw Compressor

SCOPE

The skid mount rotary screw compressor shall be the latest current model of proven performance and under standard production by the manufacturer and is to be of standard design, complete as regularly advertised and marketed including all specified accessories, tools and special features.  All necessary parts for satisfactory operation of the equipment shall be furnished whether or not they may be specifically mentioned below.  Complete detailed specifications and advertising data sheets with cuts or photographs should be attached to the quotation on the identical equipment proposed. Any information necessary to show compliance with these specifications, in addition to information given on advertising data sheets, should be supplied in writing and attached to the bid proposal.  The skid mount rotary screw compressor must meet or exceed the following requirements.
RIGHTS

The State of Nebraska reserves the right to waive technicalities and to reject any or all bids.

NON-COMPLIANCE STATEMENT 

Read this specification carefully.   Any and all exceptions to this specification must be written on or attached to quotation request.  Non-compliance can void your quotation.

DELIVERY

Between 9:00 AM and 3:00 PM, daily, except Sunday, Saturday and holidays.  Delivery desired prior to 60 days after receipt of purchase order; deliveries quoted beyond 60 days are an award consideration.  Vendor must notify Fleet Management minimum of 24 hours prior to delivery on workday basis at (402) 479-4323 or 4355.  Department of Roads' equipment will be delivered to 5001 South 14th Street, Lincoln, Nebraska.

Meets Specification - Please indicate - (if other, explain on comment line).  This specification sheet must be returned with bid response.

	YES
	
	NO
	
	NO  & PROVIDE ALTERNATIVE
	
	

	
	
	
	
	
	
	1. Compressor

	
	
	
	
	
	
	A. Rotary Screw Type

	
	
	
	
	
	
	B. Capable of delivering and supplying at least 250 cubic feet of free air per minute.

	
	
	
	
	
	
	C. Pressure of 100 psi with compressor drive shaft directly coupled to the engine
flywheel by means of an internal-external coupling gear.

	
	
	
	
	
	
	D. Compressor lubrication and air cooling shall be obtained by direct oil injection
into the air.

	
	
	
	
	
	
	E. A combination oil separator and receiver system shall be included.

	
	
	
	
	
	
	F. All containers shall be A.S.M.E. approved for 100 psi working pressure.

	
	
	
	
	
	
	G. All necessary safety valves, piping and fittings shall be included.

	
	
	
	
	
	
	H. A heavy duty, self evacuating oil and moisture remover shall be installed in the air line after a finned after-cooler extending from the compressor to the air control center.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	2. Receiver

	
	
	
	
	
	
	A. Receiver and oil separator must meet ASME requirements.

	
	
	
	
	
	
	B. Air storage volume of about one cubic foot.

	
	
	
	
	
	
	C. Must provide adequate safety relief valve.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	3. Engine

	
	
	
	
	
	
	A. Diesel, Four or Six Cylinder.

	
	
	
	
	
	
	B. Minimum 80 Horsepower.

	
	
	
	
	
	
	C. Full flow throw away type oil filter.

	
	
	
	
	
	
	D. Air cleaner with pre-cleaner.

	
	
	
	
	
	
	E. Cold starting aid with cartridge, glow plugs or equivalent.

	
	
	
	
	
	
	F. A fin-tube type radiator.

	
	
	
	
	
	
	G. Ethylene glycol base antifreeze protection to 34 degrees below Fahrenheit required in cooling system.

	
	
	
	
	
	
	H. Electrical System to be 12 Volt.

	
	
	
	
	
	
	i. Push button or key starting.

	
	
	
	
	
	
	ii. Heavy duty alternator.  State Amps.

	
	
	
	
	
	
	iii. Minimum 600 Cold Cranking Amp Battery.

	
	
	
	
	
	
	I. Engine shall be equipped with high temperature, low oil pressure shut down.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	4. Skid Base & Controls

	
	
	
	
	
	
	A. A complete cover with removable or sliding access panels shall be supplied for weather protection.

	
	
	
	
	
	
	B. The skid base shall be provided under the engine and compressor so they may be handled and mounted as a package unit.

	
	
	
	
	
	
	i. Dimensions of the unit shall be approximately 48 inches high by 90 inches long by 32 inches wide.

	
	
	
	
	
	
	ii. The diesel fuel to run the compressor will be drawn from the truck fuel supply tank(s).

	
	
	
	
	
	
	iii. Unit shall replace existing185cfmcompressor mounted on paint striping truck.  All connections shall be able to bolt up and hook up correctly.  The truck is located at 302 Superior Street, Lincoln, Nebraska.  (Contact Doug Shultz (402) 471-0850 x1298 for viewing if necessary.)

	
	
	
	
	
	
	C. The operating control panel shall be located at the end of the compressor unit.

	
	
	
	
	
	
	D. Control panel to be useable from curbside.

	
	
	
	
	
	
	E. Unit shall include in addition to operating controls.

	
	
	
	
	
	
	i. Gauges showing oil and air pressure

	
	
	
	
	
	
	ii. Water temperature gauge

	
	
	
	
	
	
	iii. Ammeter

	
	
	
	
	
	
	iv. An electric hour meter

	
	
	
	
	
	
	F. Automatic moisture trap for controls, automatic blowdown valve and minimum pressure valve are required.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	5. Noise Level

	
	
	
	
	
	
	A. Bidder shall supply with proposal the following decibel level per SAE Standards:

	
	
	
	
	
	
	i. Under full load in operator's position with doors and windows open.

	
	
	
	
	
	
	ii. Under full load in bystander's position at 7.5 meters from rear of unit.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	6. Manuals

	
	
	
	
	
	
	A. Operator's manual must accompany each unit delivered.

	
	
	
	
	
	
	B. All manual(s) must be furnished prior to payment and delivered to Fleet Management, Equipment Data Coordinator.  Failure to deliver all manuals that are ordered may result in non-payment of ten percent of purchase order total until all manuals are delivered.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	7. Miscellaneous

	
	
	
	
	
	
	A. The bidders will submit with their proposal a list of any special tools they will furnish with each machine.

	
	
	
	
	
	
	B. Dealer's decals, stickers or other signs shall not be affixed to units; manufacturer's nameplates, stampings and other similar signs are acceptable.

	
	
	
	
	
	
	C. Dealer pre-delivery service required.

	
	
	
	
	
	
	D. Color – Manufacturer’s standard color.

	
	
	
	
	
	
	E. Department of Roads Personnel will mount unit on Paint Striper.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	8. Warranty

	
	
	
	
	
	
	A. Manufacturer's usual warranty shall apply, and shall be in effect for at least one year from the date the equipment was placed in service by Department of Roads.

	
	
	
	
	
	
	B. Vendor shall be responsible for all repairs to include parts and labor during the 12 month usual warranty period.

	
	
	
	
	
	
	C. All transportation costs to and from the nearest authorized repair facility will be the responsibility of Nebraska Department of Roads.

	
	
	
	
	
	
	D. Authorized repair facility will be located in Nebraska.  Please state address and city where repair facility is located.

	Notes/Alternative:

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	9. Specification Form

	
	
	
	
	
	
	A. Successful bidder will be required to complete a form to the fullest extent possible for each unit and must accompany each unit when delivered.

	
	
	
	
	
	
	B. Forms will be supplied by Department of Roads to successful bidder after purchase order is awarded.

	
	
	
	
	
	
	C. If vendor does not properly complete form for each unit, a sum of $250.00 per unit will be deducted from purchase order amount.

	Notes/Alternative:
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